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This Certificate cancels & replaces the previous two n° 332143005/OE dated 2014/07/23 

and n° 332173002/OE dated 2017/07/24 

 
The hereunder described items of Personal Protective Equipment have overcome positively the “EU type examination” (Module 

B), proving their conformity to the safety and health requirements of the Regulation (EU) 2016/425 (Annex II) 

 

Manufacturer: 

(Responsible of the 

PPE) 
 

POLISPORT PLÁSTICOS, S.A. 

Av. Ferreira de Castro, 818 Fontanheira – 3720 – 024 CARREGOSA – 

PORTUGAL 
 

Type of PPE: knee/shin pad for off-road motorcycling suited to protect riders against stones and 

debris 

 

Category of PPE: II : “medium” risks. 

This certificate is based on reference standards listed below: its validity is no longer 

ensured should new version of the standards come into force. 

 

Model 
 

“8001500001” 
DEVIL adult 

 

Description: 

 

 
 

 
See pictures of the colour 

variants at page 2 

 

Description of the BLACK color variant: 

 

design: multilayer construction; 

external shell: two black shells declared PP partially perforated marked “POLISPORT” in 

white color (PP0001 – PP0002) joined together by means of two metallic screws 

(PRFM0001 – CMD0001); 

external coating: black fabric; 

internal coating (in contact with the body): declared black lycra fabric laminated to 

gray PE foam (EST0001);  

fastening system: three black elastic straps with Velcro closure (PP0003) marked 

“POLISPORT”. 

 

This item is also available in white color (“8001500016”) and in yellow fluo color 

(“8001500019”) which differ from the main model just for the col. of the external shell. 

Technical Standard:  

  

me-int 096-05 

 

knee/shin protectors for off-road motorcycling (based on EN 1621-

1:2012: Motorcyclists’ protective clothing against mechanical impact – 

Part 1: Motorcyclists’ limb joint impact protectors: requirements and 

test methods and EN 14021:2003: Stone shields for off-road 

motorcycling suited to protect riders against stones and debris) 

 

Intended use: preventive use during off-road motorcycling/biking – MTB / BMX for a limited protection 

against lofted stones and debris 

 

Size range: K + L (Knee + Upper & Middle tibia) Type B as per EN 1621-1:2012 

 

Technical File: DC-10769/E 

 

Test report: RCT n°362401.01/E + 332257/E + 330407.01/E 
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Functions and 

performance levels: 

The item is intended for the protection of the knee and shin specifically against lofted 

stones and debris such as those riders often encounter in off-road motorcycling and in 

allied sports activities where these hazards may exist. It is not suitable to reduce the 

severity of injuries caused by impacts in case of accidents. 

Method: hemispherical impactor – impact force transmission at 10J measured through 

piezoelectric force transducer incorporated in anvil. 

Registered values: ≤ 27kN 
 

Note: The protective functions depend on the correct positioning of the protector, which falls within 

the responsibility of the user. 
 

Marking: 

 

 

 Printed on a label and displaying the following information: 

- CE Marking; 

- Name/Brand of the Manufacturer + full address; 

- designation of the product; 

- pictogram “i in the booklet” inviting the user to read the User Manual; 

- additional infos: negative symbols for washing & care, warnings on the intended 

use/limitations of use. 
 

 

BLACK 
 

  
 

 

WHITE 
 

  
 

 

YELLOW FLUO 
 

  
 

 

NOTE: the Technical File contains a more detailed description of the PPE (material, method of assembly, photographs or drawings), performance 

data, safety functions and level of protection, elements of conformity to the basic and supplementary requirements.  

The Technical File is integral part of the present Certification, which has to be kept available by the applicant to be forwarded - upon request - to 

the entitled person (supervising body, Controlling Officer). 
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