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INSTRUCCIONES DE MONTAJE - MOUNTING INSTRUCTIONS - MONTAGEANLEITUNG
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Ref.: 1689J 
(color negro/black colour)

Ref.: 1689C 
(color carbono/carbon look)

QUILLA ADAPTABLE A – ENGINE SPOILER FOR – BUGSPOILER FÜR

BANDIT GSF600/S‘00-’04  -  GSF650/S‘05-’06

1 - Colocar brida

2 - Apretar tornillo

3 - Girar brida

1 - Place clamp

2 - Tight fastener

3 - Turn clamp

Bridas anterior y soporte
posterior parte izquierda.

Rear and front clamps, left side.

Bridas anterior y posterior
parte derecha.

Rear and front clamps, right side.
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Quilla

Soporte con tuerca enjaulada

Bridas Ø35

Tornillo Allen M6x20 DIN 1001

Silemblock (se suministra montado en la pieza1)

Tornillo Allen M8x20 DIN 1001

Casquillo con valona M6 parte interior (se suministra montado 

en la pieza 1)

Casquillo con valona M8 parte interior (se suministra montado 

en la pieza 1)

Conjunto adhesivos

Engine spoiler

Support with an unside nut

Plastic bridle Ø35

Allen screw M6x20 DIN 1001

Silemblock (supplied already manted on the 1 piece)

Allen screw M8x20 DIN 1001

M6 Cylinder with washer, interior part(supplied already 

mounted on piece #1)

M8 Cylinder with washer, interior part (supplied already 

mounted on piece #1)

Stikers set

DESCRIPCIÓN DESCRIPTION
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